
Included with Scanner
The Fujitsu fi-65F scanner integrates with hundreds of  
software applications in the market and features PaperStream 
Capture, an advanced yet easy to use scanning application.

• PaperStream IP Cleanup (TWAIN & ISIS)

• PaperStream Capture scanning and PDF creation software

• One-year Depot Limited Warranty

High-Speed ID Flatbed Scanner 

fi-65F Document Scanner 
A6 scanning designed for portability and compact spaces.
• Easy, one-button touch scanning
• One-second scanning (For B&W and Grayscale) at 300 dpi
• True, 600 dpi optical resolution
• Automatic image cleanup with PaperStream IP Drivers (TWAIN & ISIS®)
• Advanced PaperStream Capture Software
• USB power option for portability
• Features a one-year Limited Warranty

Compact
Designed with the crowded desk in mind, the fi -65F occupies 
less space than a hard cover book. This flatbed scanner quickly 
scans all major types of identification and small cards, including 
driver’s licenses, passports, military IDs, insurance cards, credit 
cards, photos, and small survey forms. High-speed USB 2.0 
connectivity combines outstanding performance and easy 
installation in one device. 

Speed
For the fi-65F, B&W and Grayscale single pass scans at 300 
dpi take only a second! The new scan button and coverless 
scanning eliminate the repetitive task of opening and closing 
the cover before and after each scan. Just place documents on 
the flatbed and scan. Auto-deskew and autocropping functions 
optimize scan size and scan quality while properly orienting 
scans regardless of how they are placed on the scanner.

Portable
With the smallest in class size, the fi-65F weighs less than 2 lbs, 
making it is easy to stow and carry anywhere. The fi-65F’s low 
energy consumption allows it to be powered by a USB 2.0 
cable so you can have high-speed flatbed scanning wherever 
you may need it.

PaperStream ClickScan simplifies scanning
Easy to use capture software for any business. Simple 
scanning interface with 3-steps: scan, select destination 
& save.



High-Speed ID Flatbed Scanner

fi-65F Document Scanner

V12108DS65FM

For more information visit the Fujitsu Computer Products of America website http://fujitsuscanners.com, email fcpasales@fujitsu.com or call 888-425-8228.

¹ Requires Intel® Pentium® 4 1.8GHz or higher PC computer with 1GB memory or above and 5400rpm or higher hard disc drive. (Intel® Core (TM) i5 2.5GHz or higher PC computer with 4GB memory or more and 7200rpm or higher is recommended.) 10GC free hard disc space is recommended for installation. ² Actual scanning speeds 
are affected by data transmission and software processing times. 3 Projecting items are not included in these dimensions.Image Scanner Driver for macOS/Linux and WIA Driver.  4 PFU Limited, a Fujitsu company, has determined that this product meets RoHS requirements (2005/95/EC)

This scanner is designed to digitize materials that can be reproduced lawfully, in accordance with applicable copyright regulations and other laws. Users are solely responsible for how they use this scanner. It is imperative that users comply with all applicable local rules and laws, including, without limitation, copyright laws when 
using this scanner. As an ENERGY STAR® Partner, Fujitsu Ltd. has determined that this product meets the ENERGY STAR® guidelines for energy efficiency. ENERGY STAR® is a registered trademark of the U.S. Environmental Protection Agency. Please recycle all electronics responsibly.

©2021 Fujitsu Computer Products of America, Inc. Fujitsu and the Fujitsu logo are registered trademarks of Fujitsu Limited. All text, graphics, trademarks, logos contained herein related to Fujitsu, PFU, or Fujitsu Computer Products of America, Inc. (“FCPA”) are owned, controlled or licensed by or to FCPA with all rights reserved.  
All other text, graphics, trademarks, service marks and logos used herein are the copyrights, trademarks, service marks or logos of their respective owners.

Image Sensor Type Color CIS (Contact Image Sensor)

Output resolution
Color (24-bit),  
Grayscale (8-bit),  
Monochrome (1-bit) 

50 to 600 dpi, 600 dpi optical 1 

Scanning speed 1,2

AC adapter 

Monochrome
Grayscale

1.0 seconds (200/300 dpi)

Color 1.7 seconds (200 dpi), 2.5 seconds (300 dpi)

USB bus powered 

Monochrome
Grayscale

2.0 seconds (200/300 dpi)

Color 2.0 seconds (200 dpi), 2.5 seconds (300 dpi)

Scanning mode Simplex

Document feeding method Flatbed

Document Size
Flatbed maximum 5.83” x 4.13” (148.08 x 104.65 mm)

Interface High-speed USB 2.0

Software Driver Support PaperStream IP (TWAIN & ISIS)

Background Black

Power requirements  
(auto-switching) 100 – 120 VAC, 50/60 Hz

Trade Compliant Yes

Power Consumption

Power cable 
connection

Operating mode: 8W or less
Sleep mode: Less than 2W or less
Auto standby (off) mode: 0.5W or less

USB bus power
cable connection

Operating mode: 5W or less
Sleep mode: Less than 2W or less
Auto standby (off) mode: 0.5W or less

Operating Environment
Temperature
Relative Humidity

42° F to 95° F (5° C to 35° C)
20 to 80% (non-condensing)

Dimensions (WxDxH)3 1.6” x 9.2” x 5.7” (40.64 x 233.68 x 144.78 mm)

Weight 2 lb (0.91 kg)

Limited Warranty One year Depot, Limited Warranty. For full details, visit  
fujitsuscannerstore.com/service_programs or call (800)626-4686.

Included in the box USB 2.0 cable

Bundled software (DVD format) PaperStream IP (TWAIN) driver, PaperStream IP (TWAINx64) driver,
PaperStream IP (ISIS) driver, PaperStream Capture, PaperStream  
ClickScan, Software operation panel, ScandAll PRO Lite

Environmental designations4 ENERGY STAR 3.0®, RoHS, EPEAT Silver

Supported operating systems Windows® 8 (32-bit/64-bit), Windows® 7 (32-bit/64-bit),
Windows Vista® (32-bit/64-bit), Windows® XP (32-bit/64-bit),
Windows Server® 2019,Windows Server® 2012, Windows Server® 
2008 (32-bit/64-bit)

Features Auto de-skew, auto cropping and removable document cover

Technical Information

Fujitsu industry-leading support keeps digital transformation projects  
on-time and on budget
• U.S. based support

• Specialized Teams

• Flexible service programs

Fujitsu Imaging Solutions provide superior engineering at the forefront of 
innovation through:
• Engineering Passion and Dedication

• Human Centric Design

• Worldwide Reliability

Service Programs & Options Additional service coverage durations and response 
times at fujitsuscannerstore.com/service_programs

Advance Exchange S65F-AEPWNBD-3 3-year scanner contract shipping a replacement 
unit shipped overnight*

PaperStream Capture Pro PSCP-WG-0001 PaperStream Capture Pro Workgroup software license

Consumables Genuine Fujitsu Consumables are available at fujitsuscannerstore.com

AC Adapter PA03595-K970 Spare part AC adapter

AC Cable PA63113-2001 Spare part power cord

2

Second
scans

Weighs

Less than
2 pounds

Sizes up to

5.83” x 4.13” max.

600

Optical DPI

24-bit Color

Scanning
supported

TWAIN & ISIS®

Supported

Industry Leading
Net Promoter

Score

* Replacement units shipped overnight for all requests received by 2 P.M. PST

Insist on Genuine Fujitsu Service to keep your scanner running at its best 

http://fujitsuscanners.com
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